
• High-Speed Cleaning: 500 to 2900rpm*
• Lateral CIPP Reinstatements
• Unblocking Pipes
 - Fats, Oils, and Grease
 - Wet Wipes and Nappies
• Remove: 
 - Roots and Scale
 - Concrete, Grout and Slurry 
 - Failed CIPP Liners, Wrinkles, Fins and  
   Resin Slugs
 - Displaced Joints & Intruding Connections 
• P-Traps and Multiple Bends
• Picote Brush Coating™ by adding a 
 Mini/Maxi Coating Pump*

*Depending on model
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MULTI-USE MACHINES
FOR A RANGE OF CHALLENGES*

MILLER RANGEMILLER RANGE
Mini Cleaner | Mini Cleaner +C | Battery Mini Cleaner | Battery Mini Cleaner +C 

Mini Miller | Mini Miller +C | Battery Mini Miller | Battery Mini Miller +C | Midi Cleaner 

Super Midi Miller | Maxi Miller | Maxi Plus Miller | Maxi Miller Power+ 

SAFETY & TESTING
Our machines are designed with operator safety in mind. 

The flexible shaft rotates inside a protective casing which 
makes it safe to hold. All Millers are also fitted with a 
safety clutch, a shielded operator presence foot control 

and an emergency stop button. Before leaving Picote, ALL 

Millers undergo rigorous testing to ensure they meet our 

high quality standards. 

BATTERY POWERED MILLERS!

The Picote Mini Cleaner and Mini Miller are now available as 
cordless, battery-powered models, featuring increased power, speed 
and performance. Upgraded with a new dedicated motor, stepless 
speed control, detachable foot pedal and electronic clutch.

Don't be limited by the location of power outlets and lengths of cords. 
Easier than ever to transport and operate. 

The Standard and High-Output Batteries allow for operation times of 
up to 3 and 4 hours, respectively. You can even charge the battery 
while using the machine!

Subscribe for FREE to the Picote Institute for a range of useful resources including Miller 

maintenance tips & videos: www.picoteinstitute.com

https://picoteinstitute.com/


picotesolutions.com       •       picoteinstitute.com

Mini Cleaner 

3540000816 (230v)   3540000816UK (110v)
8mm Shaft with Flexible Outer Casing

High Speed Cleaning DN32-75, Cutting DN32-75 & Brush Coating DN32-75

Max Range: 16m (no extension). 

Weight: 26.5kg. 500-2900rpm.

Includes Cleaning Tools Package DN32-40. 

Designed with plumbers in mind. Cleaning, descaling, roots, cutting & coating in small pipes is now 

easier than ever before. Standard safety features: protective outer shaft casing, operator presence foot 

control, mechanical safety clutch & E-stop. Operate with a 1.5kVA 110V/16amp transformer in UK.

Mini Miller 

3540000817 (230v)   3540000817UK (110v)
8mm Shaft with Thick Outer Casing

High Speed Cleaning DN50-100, Cutting DN50-75 & Brush Coating DN50-150

Range: 16m. Max Range: 26m with extension.

Weight: 26.5kg. 500-2900rpm.

Can be extended 10m (1312030085010 Shaft 8mm Thick 10m).

Lightweight & compact while covering a large application range in small pipes. Standard safety 

features: mechanical safety clutch, operator presence foot control, protective outer shaft casing & 

E-stop. Operate with a 1.5kVA 110V/16amp transformer in UK.

Super Midi Miller 

3551031220 (230v)   3551031220UK (110v)
12mm Shaft with Thin Outer Casing

High Speed Cleaning DN70-150, Cutting DN70-150 & Brush Coating DN70-200 

Range: 20m. Max Range: 30m with extension.

Weight: 68kg. 500-1500rpm.

Can be extended 10m (Extension: 1312020125010 Shaft 12mm Thin 10m). 

Offers the added strength of the 12mm shaft with a weight of only 68kg. Standard safety features: 

protective outer shaft casing, operator presence foot control, electric safety clutch and E-stop. 

Operate with a 1.5kVA 110V/16amp transformer in UK. 

Midi Cleaner 

3551031000 (230v) 3551031000UK (110v)
10mm Shaft with Thin Outer Casing

High Speed Cleaning DN50-150, Cutting DN50-100 & Brush Coating DN50-200 

Range: 23m. Max Range: 33m with extension.

Weight: 65kg. 500-1500rpm.

Can be extended 10m (Extension: 1312020105010 Shaft 10mm 10m). 

Offers the strength and flexibility of 10mm shaft. Use even in DN50 pipes! Standard safety features: 
protective outer shaft casing, operator presence foot control, electric safety clutch and E-stop. Operate 

with a 1.5kVA 110V/16amp transformer in UK. 

  Miller Range
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Maxi Power+ & Picote Generator 

3570032118   3570032118UK
18mm Shaft

High Speed Cleaning DN100-300 & Cutting DN75-300 (DN75-100 in straight pipe only).

Concrete Removal DN150-225. Range: 18m. Max range: 40m with extensions.

Weight: 113kg. 500-1500rpm.Add 2x11m extensions. Extension sold separately 

(1312021180011 Shaft 18mm 11m). UK model includes a 3.3kVA portable tool 

transformer with a 110v 16A & 32A socket.

The Picote Generator comes with a 3.3kVA portable tool transformer with a 110v 16A & 32A socket. 
Conveniently power all your Millers with the Generator. 
A powerful combination at outstanding value! 

Mini Cleaner +C                                                      

3540001816 (230v)   3540001816UK (110v)
8mm Shaft with Flexible Outer Casing. Integrated Camera.

High Speed Cleaning DN32-75, Cutting DN32-75 & Brush Coating DN32-75

Max Range: 16m (no extension). Weight: 31kg. 500-2900rpm.

Camera Specs: Head Diameter 14mm, 30m cable. 512hz integrated sonde.

17.8cm colour monitor. Lighting: 8 LEDs with brightness control

Digital footage counter. Stainless steel camera head (IP68).

Mini Cleaner +C features an integrated 30m colour camera that makes viewing of cleaning and 
cutting jobs easier and helps to make Picote Brush Coating™ setup even simpler. Features a 

smaller colour camera head that allows it to follow the Mini Cleaner through DN50 p-traps & bends.

Battery Powered Mini Cleaner                               

3540002816 (230v)   3540002816UK (230v)
8mm Shaft with Flexible Outer Casing

High Speed Cleaning DN32-75, Cutting DN32-75 & Brush Coating DN32-75

Max Range: 16m (no extension). Weight: 33kg. Standard Battery Weight: 3.5kg

550-2200rpm Stepless Speed Control (forward & reverse) 

Includes Cleaning Tools Package DN32-40. 

The cordless battery powered Mini Cleaner makes quick work of cleaning, descaling, root removal, cutting, 

reinstatements & brush coating. Easy to transport and operate regardless of power outlet locations or 

availability!  Includes Standard Battery for up to 3 hours of continuous work. Can also be used with power 

cable. High Output Battery (Weight: 4.1kg) upgrade for up to 4 hours of continuous work (sold separately).

Mini Miller +C 

3540001817 (230v)   3540001817UK (110v)
8mm Shaft with Thick Outer Casing. Integrated Camera.

High Speed Cleaning DN50-100, Cutting DN50-75 & Brush Coating DN50-150

Range: 16m. Max Range: 26m with extension. Weight: 31.5kg. 500-2900rpm.

Camera Specs: Head Diameter 23mm, 30m cable. 

17.8cm colour monitor. Lighting: 12 LEDs with brightness control

Digital footage counter. Stainless steel camera head (IP68).

Mini Miller +C features an integrated 30m colour camera that makes viewing of cleaning and cutting jobs 
easier and helps to make Picote Brush Coating™ setup even simpler. Self-levelling camera head has a 

512hz integrated sonde. Also includes non self-levelling camera head for Picote Brush Coating™.

  Miller Range
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Battery Powered Mini Miller 

3540002817 (230v)   3540002817UK (230v)
8mm Shaft with Thick Outer Casing

High Speed Cleaning DN50-100, Cutting DN50-75 & Brush Coating DN50-150

Range: 16m. Max Range: 26m with extension. 

Weight: 33kg. Standard Battery Weight: 3.5kg 

550-2200rpm Stepless Speed Control (forward & reverse)

The cordless battery powered Mini Miller makes quick work of cleaning, descaling, root removal, cutting,

reinstatements & brush coating. Easy to transport and operate regardless of power outlet locations or

availability! Includes Standard Battery for up to 3 hours of continuous work. Can also be used with power

cable. High Output Battery (Weight: 4.1kg) upgrade for up to 4 hours of continuous work (sold separately).

Battery Powered Mini Cleaner +C                        

3540003816 (230v)   3540003816UK (230v)
8mm Shaft with Flexible Outer Casing. Integrated Camera.

High Speed Cleaning DN32-75, Cutting DN32-75 & Brush Coating DN32-75

Max Range: 16m (no extension). Weight: 38kg. 550-2200rpm Stepless Speed Control

Camera Specs: Head Diameter 23mm, 30m cable. Stainless steel camera head (IP68).

17.8cm colour monitor. Lighting: 8 LEDs with brightness control Digital footage counter. 

Designed with plumbers in mind. Same great features as the Battery Powered Mini Cleaner. Easy to

transport and operate regardless of power outlet locations or availability! Includes Standard

Battery (Weight: 3.5kg) for up to 3 hours of continuous work. Can also be used with power cable.

High Output Battery (Weight: 4.1kg) upgrade for up to 4 hours of continuous work (sold separately).

Battery Powered Mini Miller +C                             

3540003817 (230v)   3540003817UK (230v)
8mm Shaft with Thick Outer Casing. Integrated Camera.

High Speed Cleaning DN50-100, Cutting DN50-75 & Brush Coating DN50-150

Range: 16m. Max Range: 26m with extension.

Weight: 38kg. 550-2200rpm Stepless Speed Control (forward & reverse)

Camera Specs: Head Diameter 23mm, 30m cable. Stainless steel camera head (IP68).

17.8cm colour monitor. Lighting: 12 LEDs with brightness control Digital footage counter. 

Same great features as the Battery Powered Mini Miller. Easy to transport and operate regardless of

power outlet locations or availability! Includes Standard Battery (Weight: 3.5kg) for up to 3 hours of

continuous work. Can also be used with power cable. High Output Battery (Weight: 4.1kg) upgrade for up

to 4 hours of continuous work (sold separately). Also includes non self-levelling camera head for Picote 

Brush Coating™.

  Miller Range
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